4.
5.

WORK ZONE CONDITION (SEE CONDITION GUIDANCE)

A - ALLOWED - CONSIDER USING A SPOTTER.
B - ALLOWED - SPOTTER RECOMMENDED CONSIDER ADDITIONAL WARNING SIGNS.
C - NOT ALLOWED - SEE TCP 27 & 28 FOR WORK ZONE REQUIREMENTS.

GENERAL LIMITS OF

i ///’CHANNELIZED INTERSECTION

NOTES:

WORK VEHICLE W/BEACON LOCATED IN SAME QUADRANT AS :
WORK LOCATION. &
REPEATED ACCESS TO WORK LANE NOT ALLOWED. SEE TCP 27 & 28

FOR WORK ZONE REQUIREMENTS - CONDITION ’C”.

RESTRICTED SIGHT DISTANCE REQUIRES ADDITIONAL ADVANCE

WARNING DEVICES OR SIGNS, SEE TCD 14 FOR SIGHT DISTANCE DATA.
RECOMMEND WORKING DURING RED PHASE IF SIGNALIZED.

REFER TO TAPER AND BUFFER SPACE DETAILS SHOWN ON APPENDIX 3-3 FOR ADDITIONAL INFORMATION.

TYPICAL VERY SHORT DURATION WORK OPERATION
INTERSECTION LOCATION
(SEE GUIDANCE TEXT FOR ADDITIONAL DIRECTION)
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